NOTE #1: INSTALL TREE IN HOLE, ADD 1ST LAYER OF COMPACTED SOIL MIX,

CUT AND REMOVE ALL BURLAP, TWINE AND WIRE FROM TOP 2/3 OF

BALL, ADD SECOND LAYER OF SOIL MIX.

NOTE #2: TREE MUST BE PLANTED SUCH THAT THE TRUNK FLARE IS VISABLE AT
THE TOP OF THE ROOT BALL. TREES WHERE THE TRUNK FLARE IS NOT VISABLE
SHALL BE REJECTED. DO NOT COVER THE TOP OF THE ROOT BALL WITH SOIL
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‘ TREE SUPPORTED BETWEEN METAL
T—STAKES WITH HOSE COLLARS

‘ .4/ THREADED ON #12 WIRES
[ Z 6’ METAL T—STAKES BURIED MIN. OF

= 24" IN GROUND ON OPPOSITE SIDES OF
TREE TRUNK

. PROVIDE 3" SHREDDED BARK MULCH
———T7 PROVIDE 1" — 2" SLOPE IN 4
SECOND LAYER OF COMPACTED SOIL MIX

%ﬁﬁm FINISH GRADE & ROOT FLAIR

CUT AND REMOVE BURLAP, TWINE
& WIRE FROM TOP 2/3 OF BALL

1ST LAYER COMPACTED SOIL MIX
TYPICAL TREE PLANTING DEPTH:

FROM ROOT FLAIR TO BOTTOM OF
BALL LESS 2"

TYPICAL TREE PLANTING WIDTH:
TWICE THE WIDTH OF BALL
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